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82,5 – 114,3 – 152,4 – 190,5 mm

30 mm

10 mm0%Flat Top

180 0,68 82,5
250 0,95 114,3
340 1,26 152,4
420 1,58 190,5
180 0,70 82,5
250 0,97 114,3
340 1,29 152,4
420 1,61 190,5

Belt 
pitch

Belt 
width

Rod 
diameter

Drive 
system

Ø min direct 
rotation roller

Ø min reverse 
rotation roller

EUROBELT SERIES E32 has a 30 mm pitch and a mould-to-width 
geometry whose widths are 82.5, 114.3, 152.4, and 190.5 mm.

The EUROBELT E32 mould-to-width belts are much more noiseless 
and require smaller maintenance costs than the table-top belt 
lines. Moreover, not needing any type of lubricant for their normal 
working, their profitability is assured.

Ideal in parallel lines at different speeds for fast evacuation of 
product from the accumulation tables. In addition, and thanks 
to the special materials used, can be used on conveyors at high 
speeds and with accumulation.

Series E32
Flat Top

4,6 mm

45 mm

100 mm

Central

Inner surface

¹W = White  G = Grey  N = Natural  B = Blue  O = Black

Belt 
surface

Belt  
resistance  

(kg)

Belt 
material

Rod 
material

Open Area 
+ opening 

dimensions

Belt 
 thickness

Retention 
system

Standard 
Colours¹

Belt 
width

POM - Acetal Nylon -40 to +90 B

B-40 to +90PBTPOM - Acetal

Cap

Temperature 
limit (Cº)

Lineal meter 
weight (kg)



11

16

106,50

153,50

40

40 - 60

1,5

1,5 - 2,5

40

40

9

14

87,70

134,82

25 - 40

40

1 - 1,5 

1,5

24

40

18

20

172,76

191,50

40 - 60

40 - 60 - 90

1,5 - 2,5

1,5

40

40

Accessories E32
Sprockets

WITH KEYWAY

It is manufactured in polypropilene, polyacetal and stainless steel

WITHOUT KEYWAY

*check availability in other materials

Bore

Ø PitchNº teeth 
Z

Hub 
width

Bore for square shaft

inchmm

We are also have sprockets to be used with motor drum in 
applications needing a special cleaning or in conveyors in 
which it is not possible to place the motor in the outside due to 
problems of space or safety.

Hub
width

*Consult the technical department for the availability of split sprocket or machined sprocket 
with different numbers of teeth.


