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Drive 
system

Ø min direct 
rotation roller

Ø min reverse 
rotation roller

Rod

Certificate

Quickbelts is a new generation of belts with an assembly system 
without connecting rods. 

With just one click, your quickbelts fit together without extra 
fasteners needs, making assembly much quicker and easier.

Due to its special geometry, the belt itself develops a slight lift at the 
moment of transfer, which makes it easier to remove the product.

In addition, its hole-free structure allows an excellent cleaning.

Series Q50
Flat Top

No

75 mm

50 mm

150 mm

Q50 Flat Top 
NSF 14159-3

Multiples of 40 mm

Central

Belt 
material

Temperature 
limit (Cº)

Open Area 
+ opening 

dimensions

Belt 
 thickness

Food 
contact

Standard 
Colours¹

PK - Polyketone B - W-30 to +80

¹W = White  G = Grey  N = Natural  B = Blue  O = Black

Belt resistance 
(kg/m)

Belt 
weight 

(kg/m2)



8

12

130,65

193,1

40

40 - 60

1,5

1,5 - 2,5

40

40

10 161,80 40 - 60 1,5 - 2,5 40

40

100

Accessories Q50
Sprockets

WITH KEYWAY

It is manufactured in polypropilene, polyacetal and stainless steel

WITHOUT KEYWAY

*check availability in other materials

Bore

Ø PitchNº teeth 
Z

Hub 
width

Bore for square shaft

inchmm

We are also have sprockets to be used with motor drum in 
applications needing a special cleaning or in conveyors in 
which it is not possible to place the motor in the outside due to 
problems of space or safety.

*Consult the technical department for the availability of split sprocket or machined sprocket 
with different numbers of teeth.

Drive 
direction

Accessories Q50
Flights 

Accessories Height (h) Materials

Straight flight  
no cling

Polyketone
STRAIGHT  FLIGHT 
NO CLING


